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450x450 FIBRE REINFORCED CONCRETE STORM WATER PIT RISER

D" DEPTH REFER TABLE

12

590
450

MANUFACTURE METHOD: WET CAST
CONCRETE: 40MPa

FIBRES: SYNTHETIC

REINFORCEMENT: N12 PERIMETER BAR
LIFTERS: 2x 1.3 TON

CLASS RATED: CLASS ‘D’

SUITABLE UP TO 4 METERS DEPTH

ALL DIMENSION ARE IN “mm’

P 0D=590 .

L 70, IN=450 L 70

7 7 7 7

L J 3040

T - """"7""7"7""7/7 77—/ T
o o Py
N | 2x1.3T LIFTERS R
| | o~
i i =
| |
| | ~
| | = L]
| | —
| ! = -
| |
| | — O
| | A

70, 450 70 RECESS DETAIL

ELEVATION

P 590 .

L 70, 450 L70,

403 3040

55;40

<
40 30 M N12 PERIMETER BARS
)
TOP_PLAN
450x450 FRC
STORM WATER PIT RISER
DEPTH (D)| WEIGHT (KG)
150 50
300 110
*NOT TO SCALE | 450 160

v

PRECAST
CONCRETE

WANGARATTA-WODONGA

EMAIL:

WEBSITE:
PHONE:

info@precastwang.com.au

www.precastwang.com.au
0357 22 3955

DRAWING  TITLE:

450x450 FIBRE REINFORCED CONCRETE
STORM WATER PIT RISER DRAWING

DATE:  08.07.2024 REVISION: 1B




