900x900 FIBRE REINFORCED CONCRETE STORM WATER PIT RISER

) 0D=1100 )
VWOOV IN=900 VWOOV
= @~ | 2137 LFTERS %&%
<C
= 50 50
i H—f—t
= ol
n A
= % %
— —
J = =
I — & =
3" 50 50 N
At FLEVATION A TOP RECESS DETAIL
) 1100 ) N\
AVwooV Vwoo”V —
5050 5050 i 0
FF FF = =
ATQAT%E N % = <
S| p— )| @
O
Lo
50 50
F—F—F
100
SIR= & A
-l e 5 BOTTOM RECESS DETAIL
[
=
[
&
> |
o2 & =
=R é% ES = 900x900 FRC
ST 50,50 50 50 STORM WATER PIT RISER
Notes
1. MANUFACTURE METHOD: WET CAST 10P_PLAN DEPTH (D)| WEIGHT (KG)
7. CONCRETE: 40MPa 150 140
3. FIBRES: SYNTHETIC
300 280
4. REINFORCEMENT: N12 PERIMETER BAR
5. LIFTERS:2x1.3TON 450 455
6. CLASS RATED: CLASS ‘D" 600 605
7. SUITABLE UP TO 4 METERS DEPTH
8 ALL DIMENSION ARE IN “mm’” 900 915
9. KNOCKOUTS PROVIDED ON ALL SIDES OF PITS *NOT TO SCALE 1150 1245
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